Yo rexas Close-to-Ceiling

FLUORESCEMNTS HOT, PLC, & BPC Series

FEATURES & SPECIFICATIONS

These Energy Smart fixtures offer a decorative trim around a luminous glass diffuser with the energy efficiency
of compact fluorescent lighting. These fixtures are ideal for commercial or residential circulation spaces,
foyers, or offices. Most have matching wall brackets for a coordinated design look. Each fixture utilizes a high
power factor magnetic or electronic ballast. Consult factory for other styles, lamp or ballast options.

HOTCB213GD

Gold with Silver Highlights Finish
Faux Alabaster Glass Diffuser
14.0D x 8.25H

2 LT PL 13W - Magnetic HPF Ballast

PLCA213BN

Brushed Nickel Finish

Etched Opal Glass Difuser

15.75D x 5.0H

2 LT PL 13W - Magnetic HPF Ballast

PLCA413PB

Polished Brass Finish

Faux Alabaster Glass Diffuser
21.0W x 5.25H

4 LT PL 13W 4-Pin - Electronic Ballast

PLCA413BN

Brushed Nickel Finish

Faux Alabaster Glass Diffuser
21.0W x 5.25H

4 LT PL 13W 4-Pin - Electronic Ballast

¥ BPC109PCWH
- 4 White Finish
£ Opal Diffuser
Pull Chain On/Off
' | 6.0W x 7.25H

1 LT PL 9W Magnetic HPF Ballast
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